
TYRE
BULLETIN
ISSUE 1 SEPTEMBER 2017 BY VREDESTEIN TYRES

AG

IN THIS ISSUE:
Introducing the new  
Vredestein website
Feature product:  
Traxion XXL
From the Toolbox:  
Recommendations to 
extend tyre life span
Action in the paddock

PUBLISHED BY TYREMAX (AUSTRALIAN AGENT FOR VREDESTEIN TYRES) | 1300 120 120 | VREDESTEINTYRES.COM.AU



New Traction

CLICK HERE
to find out more

Life on the land can 
be challenging!

The Vredestein Agricultural Toolbox has some 
great tyre tips along with some general agricultural 

tips to make it just that much easier!

VREDESTEIN
TOOLBOX

Tyremax Australia (Vredestein’s agent) is thrilled to 
announce the launch of our new Vredestein Agricultural 
website - vredesteintyres.com.au. Built to provide 
consumers with necessary data about Vredestein’s 
Agricultural products, we also plan on creating ongoing, 
interesting content for viewers and customers to enjoy. 

This is an exciting leap forward for Vredestein in Australia, 
and viewers and customers are encouraged to tell us 
what they think and offer suggestions for improvement 
through the Contact Us page on the website.

Here’s an overview of some important features of the  
new site:

The Vredestein Toolbox
Accessible in the dropdown under the ‘News’ tab, 
or by clicking on the pop-up on the home page, the 
Vredestein toolbox is the ‘go-to’ point for tyre knowledge, 
industry graphs, and technical sheets – as well as more 
generalised Agricultural information such as links to a 
common weather site, and Agronomist reports.

The Vredestein Tyre Load Capacity Data Sheets
The ability to know what weight can be carried and what speed can be undertaken and various tyre inflation 
pressures is essential for the modern farmer – but unfortunately this is not very readily accessible information. 
Vredestein have just made this that much easier with our new Tyre Load Capacity search tool.

To access the tool, visit the Vredestein Tyre Load Capacity Sheets in the Toolbox section of the website. Enter 
the tyre size (no dashes, slashes or spaces) and the relevant data sheet will appear – ensure the load and speed 
rating matches a tyre in question, and then use the data where needed! 
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Introducing the new Vredestein 
Agricultural Website



Feature Product

It’s big, it’s comfy, it’s tough...and it grips like nothing else!

Based on the unique and highly popular Traxion design concept, 
the Traxion XXL has been specially developed for larger tractors 
with an engine power from 160 hp (120 kW) upwards.

Due to the tyre’s large air volume, the Traxion XXL has a relatively high load capacity making it ideal for pulling 
large tillage equipment and tow-loads like wheat bins and spreaders.

The strong, flexible carcass structure and the flat tread contour provide a large contact surface area and even 
distribution of pressure, thereby ensuring excellent preservation of the soil structure, and limited damage to new 
growth and young crops.

With the Traxion XXL, high engine power is converted very efficiently into traction during activities in the field.

Even at relatively high speeds (up to 70 km/h) the TraxionXXL provides excellent stability, optimal comfort and a 
long life span.

For more information, visit vredesteintyres.com.au/tyre-range/traxion-xxl/
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Traxion XXL -  
Radial Tractor Tyre



From the Toolbox

PUBLISHED BY TYREMAX (AUSTRALIAN AGENT FOR VREDESTEIN TYRES) | 1300 120 120 | VREDESTEINTYRES.COM.AU

Recommendations to Extend 
Tyre Life Span
Here are a series of recommendations to ensure you can maximise the life of your tyres. If further or more detailed information is 
needed, please ask your local Vredestein tyre dealer or contact us.

Tyre pressure:
Correct inflation pressure is important for performance, durability, comfort and traction. It is of crucial importance for the life 
expectancy of your tyres that you adjust the tyre pressure according to usage and check it regularly. To ensure accurate 
measurement, the pressure gauge must be calibrated once a year. Measurement of tyre inflation pressure must be done when the 
tyres are cold. If the pressure in a warm tyre is correct, then it would be too low when the tyre has cooled.

Inflation pressure too low:
Under-inflation can reduce the life span due to:
• damaged carcass cord plies, which can render the tyre unusable;
• increased wear;
• carcass damage close to the bead.

Road use and operation in the field:
These two kinds of use require different tyre inflation pressures. Radial and cross-ply tyres must not be used on the same axle, as 
this can lead to unstable handling.

Visual checks:
Tyres must be checked regularly for damage. Incision damage can be particularly harmful to the cord tissue layers of the tread.

Oil and grease:
To avoid damage to the rubber, tyres should not come into contact with oil and grease at any time.

Frost protection when ballasting:
To protect against frost when water ballasting, sufficient calcium chloride should be added. Contact your local tyre dealer for exact 
measurements. 

Slippage of the tyre:
The following can increase the likelihood of slippage of the tyre on the rim:
• tyre pressure too low;
• faulty fitting of the tyre bead on the rim;
• overuse of lubricant when fitting tyre;
• wrong rim size.

The minimum tyre pressure for high-traction work (e.g. ploughing) is 80 kPa when using 
an inner tube. A lower pressure increases the chances of the tyre turning on the rim and 
tearing off the valve.

Direction of steering wheels on four wheel drive tractors:
When fitting or changing tyres ensure that the directional arrow on the sidewall is pointing 
forward.
It is possible to fit the front tyres in such a way that the tread turns against the direction of 
rotation on four wheel drive tractors that are primarily used for transport activities. This will 
extend the life span of the tyres. Such fitting is not recommended for field activities as it 
radically reduces the traction and self-cleaning properties.
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Tyre pressure
Correct inflation pressure is important for performance, 
durability, comfort and traction. It is of crucial importance for 
the life expectancy of your tyres that you adjust the tyre 
pressure according to usage and check it regularly. To ensure 
accurate measurement, the pressure gauge must be calibrated 
once a year. Measurement of tyre inflation pressure must be 
done when the tyres are cold.  If the pressure in a warm tyre is 
correct, then it would be too low when the tyre has cooled.

Inflation pressure too low
Under-inflation can reduce the life-span due to:
• damaged carcass cord plies, which can render the tyre  
 unusable; 
• increased wear;
• carcass damage close to the bead.

Road use and operation in the field
These two kinds of use require different tyre inflation pressures.  
Allowance has been made for this in the tyre pressure graphs.
Radial and cross-ply tyres must not be used on the same axle, 
as this can lead to unstable handling.

Visual check
Tyres must be checked regularly for damage. Incision damage 
can be particularly harmful to the cord tissue layers of the 
tread. 

Oil and grease
To avoid damage to the rubber, tyres should not come into 
contact with oil and grease.

Frost protection
To protect against frost when water ballasting, sufficient 
calcium chloride should be added.  For protection below 32ºC, 
use 73% of the number of litres of water mentioned in the 
tables on pages 8, 9, 10 and 12 and 31% of CaCL2 (in kg). Example: 
320/85 R24, 73% of 102 = 74 litres water, 31% of 102 = 32 kg CaCl2

Slippage of the tyre
The following can increase the likelihood of slippage of the 
tyre on the rim: 
• tyre pressure too low;
• faulty fitting of the tyre bead on the rim;
• over use of lubricant when fitting tyre;
• wrong rim size.

The minimum tyre pressure for high-traction work (e.g. 
ploughing) is 80 kPa when using an inner tube. A lower 
pressure increases the chances of the tyre turning on the rim 
and tearing off the valve.

Direction of steering wheels on four wheel drive 
tractors
When fitting or changing tyres ensure that the directional 
arrow on the sidewall is pointing forward. 

It is possible to fit the front tyres in such a way that the tread 
turns against the direction of rotation on four wheel drive 
tractors that are primarily used for transport activities. This 
will extend the life-span of the tyres. Such fitting is not 
recommended for field activities as it radically reduces the 
traction and self-cleaning properties.
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Get a load of this!

Limit of Liability and Disclaimer of Warranty: Tyremax Pty Ltd makes no representation or warranties with respect to the accuracy or completeness 
of the contents of this publication and specifically disclaims any implied warranties of merchantability or fitness for any particular purpose and shall in no 
event be liable for any loss of profit or any other commercial damage, including but not limited to special, incidental, consequential, or other damages. 
Contents and processes outlined in this document may change at any time at the sole discretion of Tyremax.

We’ve collected up some great shots of Vredestein tyres in action. Do you have any great images of 
Vredestein tyres yourself? If so, we’d be glad to see them – email them to support@tyremax.com.au

mailto:support%40tyremax.com.au

