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The Secret behind the Success

The modern Australian farmer can 
experience many frustrations when dealing 
with tractor tyres. Too much soil compaction 
can result in lower seed germination; an 
uncomfortable ride due to a poor tread 
design can lead to increasing operator 
discomfort, and poor traction means more 
slippage and less efficient operating hours.

That’s what led Vredestein to develop their 
unique ‘Traxion concept’ lug design which 
is incorporated in all of the prevalent tractor 
radial tyres in their line-up; the TraxionXXL, the 
Traxion85 and the Traxion+.

Engineered in the Netherlands, and robustly 
constructed to suit the rugged conditions of 
Australian farming, Vredestein tractor radial 
tyres offer long service life and an optimal-
performance lug design to make them ideally 
suited to the heavy work demands of Australian 
contractors and large scale farmers. 

In the paddock their non-parallel, self-cleaning 
tractor lugs deliver maximum traction – which 
means less time on the job, increased operating 
efficiencies and of course, lower operating 
costs. Equally as beneficial, their large footprint 
offers greater flotation capabilities and less soil 
compaction to preserve soil structure and limit 
damage to seed germination.

On hard surfaces, the ‘comfort zone’ in the 
tractor lug design, which consists of overlapping 
tread lugs, means greater operator comfort and 
less machinery vibration. This ensures that even 
when you’ve arrived home after a day on the 
land, you’ll be thankful you made the Vredestein 
choice!

Vredestein – tough in the paddock, smooth on 
the road.

Visit https://vredesteintyres.com.au/ for more 
information and to make an enquiry about the 
Vredestein product.
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About the Vredestein 
Traxion Concept



Tough Torque

Vredestein Tyres continue to prove their worth to our 
Agricultural customers and contractors, with a recent 
testimonial from a Tasmanian customer showing how 
his tyres are going the extra mile for him in both on-
road and in-the-paddock applications.

Our customer, Tasmin Bourne, who is a farmer and 
Agricultural contractor in Tasmania, recently fitted 2 x 
420/70R28 Traxion+ and 2 x 460/85R38 Traxion85 to 
his Challenger Techstar Vario – and says he just can’t 
believe the advantages they’re giving him.

The tractor spends most of its time in hay and silage 
production and spreading and spraying in crop 
applications. However, because a lot of the work is 
contract-based, there’s also plenty of road travel done 
in-between jobs – so Tasmin needs tyres that are 
durable and effective in both environments, which is 

an advantage that Vredestein is delivering!

Tasmin says that the tyres are “very smooth on the 
road, and offer a lot more grip than the previous pair”. 
He also says they “clean very well” and “do a lot less 
damage in the paddock” than tyres he has previously 
used.

Interestingly, in the hilly North-west Tasmanian 
countryside, Tasmin notices that the tyres “operate 
very well on hills, and have very little sideways 
slippage”.

Having done 1600 hours already, he is very impressed 
with the current wear rate – and is expecting to get a 
lot more wear yet.

We thank Tasmin for sharing his story with us and 
wish him continued success with his Vredestein tyres.
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Vredestein tyres go the distance 
both on-road and in the paddock



From the Toolbox

Limit of Liability and Disclaimer of Warranty: Tyremax Pty Ltd makes no representation or warranties with respect to the accuracy or completeness of 

the contents of this publication and specifically disclaims any implied warranties of merchantability or fitness for any particular purpose and shall in no 

event be liable for any loss of profit or any other commercial damage, including but not limited to special, incidental, consequential, or other damages.

Vredestein Toolbox Information Sheet

vredesteintyres.com.au
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Names

A : Section width
B : Section height
C : Rim diameter
D : Static loaded radius
E : Overall diameter
F : Rim bead height
G : Rim width
H : Depression depth

Nominal tyre diameter (in inches)

Nominal section width (in inches)

Cross-ply construction

Rim diameter code (in inches)

Carcass strength 

Tubeless

Nominal section width (in inches)

Aspect ratio in %

Cross-ply construction

Rim diameter code (in mm)

Carcass strength

Tubeless

Nominal section width (in inches)

Cross-ply construction

Rim diameter code (in inches)

Carcass strength

Tube type

Nominal section width (in mm)

Aspect ratio in %

Radial construction

Rim diameter code (in inches)

Maximum 6000 kg at 65 km/h

Tubeless

Nominal section width (in inches)

Diagonal construction

Rim diameter code (in inches)

Carcass strength

Maximum 2300 kg at 50 km/h

Tube type  

Nominal section width (in mm)

Aspect ratio in %

Radial construction

Rim diameter code (in inches)

Maximum 4125 kg at 40-50 km/h

Tubeless 
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How to Read an Agricultural Tyre Size

Confused with how to read an Agricultural 
tyre size? Here are six common size desig-
nations and a breakdown of how to read 
and understand each one.

A Section width

B Section height

C Rim diameter

D Static loaded radius

E Overall diameter

F Rim bead height

G Rim width

H OffsetConfused with how to read an Agricultural tyre 
size? Here are six common size designations 
and a breakdown of how to read and 
understand each one.
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How to read  
an Agricultural 
tyre size



Action                  Paddockin
the

ALL CORNERS OF
YOUR PADDOCK

COVERED.

WITH THE PREMIUM
TRACTOR TYRE RANGE

FROM VREDESTEIN
ALL VREDESTEIN TRACTOR TYRES INCORPORATE

THE UNIQUE TRAXION DESIGN CONCEPT – VISIT
WWW.VREDESTEINTYRES.COM.AU FOR MORE INFORMATION

* OFFER ENDS 15.12.2017

WHY NOT VISIT
WWW.VREDESTEINTYRES.COM.AU/
POWERFARMINGPROMO1
TODAY AND QUOTE CODE:
VREDPF112017 TO REDEEM YOUR...
FREE VREDESTEIN CAP!*
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Vredestein are showcasing 
in the November 2017 Edition of Power Farming!

Limit of Liability and Disclaimer of Warranty: Tyremax Pty Ltd makes no representation or warranties with respect to the accuracy or completeness 
of the contents of this publication and specifically disclaims any implied warranties of merchantability or fitness for any particular purpose and shall in no 
event be liable for any loss of profit or any other commercial damage, including but not limited to special, incidental, consequential, or other damages. 
Contents and processes outlined in this document may change at any time at the sole discretion of Tyremax.

Be sure to grab a copy - and 
remember to register for 
your free gift!


